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YOUR CONNECTION TO SAFETY

£ Premium

Powering Your Challenge

STROMVERSORGUNGSGERATE UND SYSTEME

DC / DC-Wandler | DC / AC-Wechselrichter | AC / DC-USV | MASSGESCHNEIDERTE LOSUNGEN
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YOUR CONNECTION TO SAFETY

Bremium

ENTWURF UND HERSTELLUNG DER LEISTUNGSUMWANDLUNG
SYSTEME SEIT 1981

Wir bieten unsere Lésungen fir den Industriemarkt an, unter anderem fiir High-Tech-Maschinen, Bahn-, Energie-
oder Verteidigungsanwendungen. Mit tiber 35 Jahren Erfahrung und einem hochqualifizierten Team konnten wir
uns als Technologieflihrer fir Energielésungen positionieren.

Unsere Produktpalette umfasst DC / DC-Wandler, unterbrechungsfreie Stromversorgungen, DC / AC-
Wechselrichter, AC / DC-Stromversorgungen und alle Losungen, die eine hohe Zuverlassigkeit von 50 W bis 50 kW
erfordern.

Wir verfligen Uber ein umfangreiches Sortiment an Standardprodukten und haben im Laufe der Jahre iber 800
Sonderanfertigungen entwickelt. Wir garantieren Qualitat vom Design tber den gesamten Herstellungsprozess mit
modernsten Priifsystemen. Wir entwickeln unsere Lésungen in Ubereinstimmung mit den Spezifikationen und
Vorschriften, die fir jede Anwendung erforderlich sind.

Alle Projekte, vom Konzept (iber das Design bis zur Homologation des Produkts, werden in Barcelona durchgefiihrt.
Unser Know-how erméglicht es uns, ein Produkt von Grund auf neu zu entwickeln, wodurch Kosten und
Lieferzeiten gesenkt werden.

QUALITAT

Alle Prozesse in Premium wenden konsequent die in unserem
Qualitatsmanagementsystem auf der Grundlage der Norm ISO 9001
enthaltenen Verfahren an. Diese Verfahren werden standig
Uberarbeitet und aktualisiert, um eine kontinuierliche Verbesserung
und vollstandige Zufriedenheit unserer Kunden und Partner zu
erreichen.

In Premium haben wir ein Umweltmanagementsystem, das auf der
Norm ISO UNE EN ISO 14001 basiert, die wir 2019 erhalten haben.
Wir sind bestrebt, ein nachhaltiges und sensibles Unternehmen im
Bereich Umweltschutz zu sein. Unser Engagement fiir den
Umweltschutz hat dazu gefiihrt, dass wir ein Managementmodell
implementieren, bei dem gute Umweltpraktiken von groBem Interesse
sind

Alle unsere Produkte entsprechen den Mineralien-, RoHS- und
REACH-Vorschriften.
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YOUR CONNECTION TO SAFET)

UNSERE MARKTE

Uber 35 Jahre lang zuverlissige
Stromversorgungssysteme, die den Unterschied
ausmachen

Der Industriesektor wird immer anspruchsvoller und
wenn es um Hochtechnologie geht, erhohen
Spezifikationen und Anforderungen die Komplexitat
der Endprodukte. Mit dem Aufstieg von Industrie
4.0 und dem Internet der Dinge (loT) spezialisieren
sich Anwendungen und benétigen zunehmend eine
zuverlassige Energiequelle, um etwas zu bewirken.
Unsere Erfahrung erméglicht es uns, die Losung an
elektrische, Format-, Kommunikations-, Kiihl- oder
andere Spezifikationen anzupassen.

Effizienz und Zuverlassigkeit in
Energieumwandlungszentren

Die ordnungsgemafle

Leistung von
Energieumwandlungszentren ist von entscheidender
Bedeutung. Fir Premium ist es entscheidend, ein
zuverldssiges und effizientes Produkt anzubieten.
Uber 35 Jahre in der Branche machen uns zum
perfekten Partner fir Projekte in Hoch- und

Mittelspannungsanlagen und Smart-Grids-
Anwendungen. Wir arbeiten mit flihrenden
Unternehmen zusammen, die innovative Produkte
entwickeln, um den Stromausfall im Stromnetz zu
minimieren.

klick to ?HIELE

YOUR CONNECTION TO SAFET)

YOUR CONNECTION TO SAFETY

Entwickelt, um unter anspruchsvollen Bedingungen
zu arbeiten

Wir fertigen robuste und hochzuverlassige
Produkte, die den anspruchsvollen Vorschriften und
Standards des Eisenbahnsektors entsprechen und
eine lange Lebensdauer der Losung bieten.

Wir verfligen (ber ein Standardprogramm an
Wandlern, Wechselrichtern und Netzteilen, die den
Vorschriften entsprechen, und entwickeln
maf3geschneiderte Produkte entsprechend den
Anforderungen der jeweiligen Anwendung. Unsere
Wissensbasis ermoglicht es uns, ein Produkt von
Grund auf neu zu entwickeln, wodurch Kosten und
Lieferzeiten gesenkt werden.

Maximale Optimierung fiir den strengsten und
anspruchsvollsten Markt

Wir sind uns der Rolle eines
Energieumwandlungssystems in Gerdten bewusst,
die in rauen Umgebungen intensiv eingesetzt
werden. Daher optimieren wir unsere Losungen, um
die anspruchsvollsten Spezifikationen und
Standards zu erfillen.

klick to %HIELE

YOUR CONNECTION TO SAFET)
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YOUR CONNECTION TO SAFETY

UNSER PRODUKT

Unsere Produktpalette umfasst Umrichter, Wechselrichter, Netzteile, USV, Batterieladegerate,
Frequenzumrichter und bidirektionale Umrichter von 50W bis 50KW. Uber 250 Modelle in unserem
Standardproduktkatalog und mehr als 800 Sonderanfertigungen, bei denen wir das Produkt so anpassen, dass
es die ideale Losung fir jede Anwendung darstellt.

Wir bieten 3 Jahre Garantie auf Industriestandardprodukte und 5 Jahre Garantie auf Eisenbahnprodukte

Wir haben die notwendigen Mittel, um die Qualitit unserer Produkte zu gewahrleisten. Wir passen uns den
Bedirfnissen jedes Kunden an und sind flexibel in Bezug auf die Tests, die wir intern, vor Ort und durch
externe Labors durchfihren.

Einige der Tests, die wir durchfiihren kénnen, sind:

e Elektrische und funktionelle Tests
e Klimatests

e Elektrische Sicherheit

e EMV-Tests

Unsere Produktionsabteilung verfiigt (iber automatische Uberpriifungsgerite, um die ordnungsgemaifRe
Funktion der Produkte vor Lagerung und Versand zu gewéhrleisten. Darliber hinaus verbringen alle unsere
Produkte mehrere Stunden in einem Einbrennraum unter extremen Temperaturbedingungen.

Wir konstruieren und fertigen in Barcelona, wodurch wir
den gesamten Prozess von der Entwicklung bis zur
Endverpackung kontrollieren kénnen. Dadurch kénnen
wir auch die Entwicklungskosten senken, uns an die =1
GroRe jedes Projekts anpassen und bei allen Prozessen A ‘|||||| /
die hochste Qualitat garantieren erweiterte Testsysteme. BORN IN BARCELONA. POWERING THE WORLD
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DC / AC-WECHSELRICHTER
LOSUNGEN

DC / DC-WANDLER
AC/ DC-USV
MASSGESCHNEIDERTE
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POWER SUPPLIES EQUIPMENT AND SYSTEMS
DC/DC CONVERTERS

RAILWAY 50-70W DC/DC CONVERTERS

\l/ Datasheet
available

Power [W] 50 - 70
Input Voltage Range [V] 9.5 - 144

Output Voltage Range [V] 4.5 - 55.2
Cooling: Natural convection
Dimensions [LxWxH in mm]: 100 x 160 x 18

KEY FEATURES

Low profile

Extreme reliability

EN45545
YEAR —_— .
EN50155 & 9™ C E ‘/ ROBS

RAILWAY

CSS-6O 12VIN 9.5V 24VIN 14.4V..30V  36VIN21.6V..45V 48VIN28.8V..60V  72VIN43.2V..90V  110VIN 66V... 144V
SVout CCs-60-6551 CCS-60-6555 CCS-60-6571 CCS-60-6559 CCS-60-6563 CCS-60-6567
ou
50W 50W 50W 50W 50W 50W
12Vout CCS-60-6552 CCS-60-6556 CCS-60-6572 CCS-60-6560 CCS-60-6564 CCS-60-6568
ou
60W 70W 70W 70W 70W 70W
v CCS-60-6553 CCS-60-6557 CCS-60-6573 CCS-60-6561 CCS-60-6565 CCS-60-6569
o 60W 70W 70W 70W 70W 70W
48Vout CCS-60-6554 CCS-60-6558 CCS-60-6574 CCS-60-6562 CCS-60-6566 CCS-60-6570
lou
60W 70W 70W 70W 70W 70W
\l/ Datasheet
available
50-60W DC/DC CONVERTERS
Power [W] 50 - 60 KEY FEATURES

Input Voltage Range [V] 9.5 - 144

Output Voltage Range [V] 4.5 - 55.2
Cooling: Natural convection
Dimensions [LxWxH in mm]: 127 x 84,5 x 40

Extreme reliability

Wide input/output
range combinations

e/

ROHS

REACH

12VIN 9.5V.... 15V 24VIN 18V ... 30V 48VIN 36V .. 72VIN 50,4V ... 90V 110VIN 77V ... 144V
ot CRS-60-6731 CRS-60-6735 CRS-60-6739 CRS-60-6743 CRS-60-6747
'ou
50W 50W 50W 50W 50W
ot CRS-60-6732 CRS-60-6736 CRS-60-6740 CRS-60-6744 CRS-60-6748
ou
60W 60W 60w 60W 60W
Dot CRS-60-6733 CRS-60-6737 CRS-60-6741 CRS-60-6745 CRS-60-6749
(ol
" 60W 60W 60W 60W 60W
Sovou CRS-60-6734 CRS-60-6738 CRS-60-6742 CRS-60-6746 CRS-60-6750
'ou
60w 60W 60w 60W 60w
7
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Klick to =7 HIELE.
WWW

YOUR CONNECTION TO SAFETY.

(& Premium

24VIN 14,4V ... 30V

CTS-60-6835
50W

CTS-60-6836
60W

CTS-60-6856
60W

CTS-60-6857
60W

CTS-60-6838
60W

12VIN 9V ... 15

CRS-120-6761
100W

CRS-120-6762
100W

CRS-120-6763
120W

CRS-120-6764
140W

RAILWAY 50-70W DC/DC CONVERTERS

» HIELE..

YOUR CONNECTION TO SAFETY

POWER SUPPLIES EQUIPMENT AND SYSTEMS
DC/DC CONVERTERS

\l/ Datasheet
available

Power [W] 50 - 60

Input Voltage Range [V] 9.5 - 144

Output Voltage Range [V] 4.5 - 55.2
Cooling: Natural convection

Dimensions [LxWxH in mm]: 127 x 84,5 x 40

KEY FEATURES

Extreme reliability

Wide input/output
range combinations

= 6 Ce

RAILWAY

JROHS
REACH

48VIN 28,8V ... 60V 72VIN 43,2V ... 90V
CTS-60-6851 CTS-60-6839 CTS-60-6843
50W 50W 50W
CTS-60-6852 CTS-60-6840 CTS-60-6844
60W 60W 60W
Available upon request Available upon request Available upon request

CTS-60-6853 CTS-60-6841 CTS-60-6845
60W 60W 60W
CTS-60-6854 CTS-60-6842 CTS-60-6846
60W 60W 60W

100-140W DC/DC CONVERTERS

110VIN 66V ... 144V

CTS-60-6847
50W

CTS-60-6848
60W

CTS-60-6855
60W

CTS-60-6849
60W

CTS-60-6850
60W

\l/ Datasheet
available

Power [W] 100 - 140

Input Voltage Range [V] 9 - 275

Output Voltage Range [V] 4.5 - 55.2

Cooling: Natural convection

Dimensions [LxWxH in mm]: 100 x 160 x 38,5

KEY FEATURES

Extreme reliability

Easy install: wall mount,
DIN rail, rack mount

C€E /o

24VIN 1 48VIN 36V ... 72V 72VIN 50,4V ... 90V

CRS-120-6765 CRS-120-6769 CRS-120-6773
100W 100W 100W

CRS-120-6766 CRS-120-6770 CRS-120-6774
120W 120W 120W

CRS-120-6767 CRS-120-6771 CRS-120-6775
120w 140W 140W

CRS-120-6768 CRS-120-6772 CRS-120-6776
140W 140W 140W

klick to ?—HIELE klick to ?H[ELE klick to = HIELE.
WwWww wWww WWW o

YOUR CONNECTION TO SAFET) YOUR CONNECTION TO SAFETY. YOUR CONNECTION TO SAFET!

110VIN 77V ... 144V

CRS-120-6777
100W

CRS-120-6778
120W

CRS-120-6779
140W

CRS-120-6780
140W

220VIN 165V ... 275V

CRS-120-6781
100W

CRS-120-6782
120W

CRS-120-6783
140W

CRS-120-6784
140W

Klick to = HIELE.
WWW
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WWW
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POWER SUPPLIES EQUIPMENT AND SYSTEMS

DC/DC CONVERTERS

24 VIN 14.4V

YOUR CONNECTION TO SAFETY

\l/ Datasheet
available

RAILWAY 100-140W DC/DC CONVERTERS

Premium

Power [W] 100 - 140 KEY FEATURES
Input Voltage Range [V] 14.4 - 144
Output Voltage Range [V] 4.5 - 55.2 Easy install: wall mount,
Cooling: Natural convection DIN rail, rack mount
Dimensions [LxWxH in mm]: 100 x 160 x 38,5

Extreme reliability

m e C€ ¢ROHS

RAILWAY REACH

CTS-120-6865

5Vout
100W
CTS-120-6866
12Vout
120W
CTS-120-6867
24Vout
120W
CTS-120-6868
48Vout

120w

36 VIN 21.6V ... 45V 48 VIN 28.8V ... 60V 72VIN 43.2V... 90V 110 VIN 66V... 144V
CTS-120-6885 CTS-120-6869 CTS-120-6873 CTS-120-6877
100W 100W 100W 100W
CTS-120-6886 CTS-120-6870 CTS-120-6874 CTS-120-6878
120W 120W 120W 120W
CTS-120-6887 CTS-120-6871 CTS-120-6875 CTS-120-6879
140W 140W 140W 140W
CTS-120-6888 CTS-120-6872 CTS-120-6876 CTS-120-6880
140W 140W 140W 140W

\l/ Datasheet
available

180-280W DC/DC CONVERTERS

Power [W] 180 - 280 KEY FEATURES
Input Voltage Range [V] 9 - 275

Output Voltage Range [V] 4.5 - 55.2 Easy install: wall mount,
Cooling: Natural convection DIN rail, rack mount
Dimensions [LxWxH in mm]: 100 x 220 x 38,5

Extreme reliability

CE /o

CRS-240 12VIN 9 24VIN 18V..30V  48VIN36V..60V  72VIN50,4V..90V  110VIN 77V.. 144V 110VIN 77V ... 144V
Vout CRS-240-6351 CRS-240-6355 CRS-240-6359 CRS-240-6363 CRS-240-6367 CRS-240-6371
O
. 180W 180W 180W 180W 180W 180W
- CRS-240-6352 CRS-240-6356 CRS-240-6360 CRS-240-6364 CRS-240-6368 CRS-240-6372
(o]
. 180W 240w 240w 240W 240W 240w
aVout CRS-240-6353 CRS-240-6357 CRS-240-6361 CRS-240-6365 CRS-240-6369 CRS-240-6373
ou
200W 240W 280W 280W 280W 280W
A8Vout CRS-240-6354 CRS-240-6358 CRS-240-6362 CRS-240-6366 CRS-240-6370 CRS-240-6374
ou
200W 240W 280W 280W 280W 280W
9

“THIELE.. Klick to ?—HIELE
WwWww

YOUR CONNECTION TO SAFETY. YOUR CONNECTION TO SAFET)
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YOUR CONNECTION TO SAFETY

POWER SUPPLIES EQUIPMENT AND SYSTEMS
DC/DC CONVERTERS

\l/ Datasheet
available

RAILWAY 180-240W DC/DC CONVERTERS

Power [W] 180 - 280

Input Voltage Range [V] 14.4 - 275

Output Voltage Range [V] 4.5 - 55.2

Cooling: Natural convection

Dimensions [LxWxH in mm]: 100 x 220 x 38,5

KEY FEATURES

Extreme reliability

Easy install: wall mount,
DIN rail, rack mount

RAILWAY

T o
re &smot
itway  EN50155

24VIN 14,4V .30V 36VIN21,6V..47V  48VIN 28,8V..60V  72VIN 43,2V .. 90V

110VIN 66V ... 144V

CE o

220VIN 132... 275V

5Vout

12Vout

24Vout

48Vout

CKR-2000

CTS-240-6555
180W

CTS-240-6572
180W

CTS-240-6559
180W

CTS-240-6563
180W

CTS-240-6556
240W

CTS-240-6560
240W

CTS-240-6564
240W

CTS-240-6573

CTS-240-6557
240W

CTS-240-6574
280W

CTS-240-6561
280W

CTS-240-6565
280W

CTS-240-6558
240W

CTS-240-6575
280W

CTS-240-6562
280W

CTS-240-6571
280W

CTS-240-6567

Available upon request
180W

CTS-240-6568

Available upon request
240W

CTS-240-6569
280W

CTS-240-6678
280W

CTS-240-6570

Available upon request
280W

\l/ Datasheet
available

1960W REDUNDANT DC/DC CONVERTERS

Power [W] 1920 - 2240

Input Voltage Range [V]

Output Voltage Range [V] 10.8 - 55.2
Cooling: Natural convection

Dimensions [LxWxH in mm]: Sub-rack 19" 3U

KEY FEATURES

Configurable input and output
redundancy

Railway version available

YEAR EN45545
WARRANTY]| fire &smoke

EN50155

RAILWAY

MODULOS A / A MODULES

B - SUB-RACK B - SUB-RACK

48VIN
REDUN. N+1

B - SUB-RACK

TOTAL POWER

(36V + 60V)

CE /o

MODULOS A / AMODULES
110VIN

(77V + 144V)

5Vout

24Vout

48Vout

10

klick to = HIELE.
www

YOUR CONNECTION TO SAFET)

klick to ?HIELE

YOUR CONNECTION TO SAFET)

NP-9176 1920W 1680W NP-9179 240W
NP-9177 2240W 1960W NP-9180 280W
NP-9178 2240W 1960W NP-9181 280W

YOUR CONNECTION TO SAFET!

\Isli,%\t,(\), %HIELE

klick to ?H[ELE

YOUR CONNECTION TO SAFET)

NP-9182 280W
NP-9183 280W

NP-9184 280W

klick to ?H[ELE

YOUR CONNECTION TO SAFET)
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POWER SUPPLIES EQUIPMENT AND SYSTEMS
DC/DC CONVERTERS

500W DC/DC CONVERTERS

=i HIELE.

\l/ Datasheet
available

Power [W] 500

Input Voltage Range [V] 14.4 - 144

Output Voltage Range [V] 21.6 - 55.2

" Cooling: Natural convection

- o Dimensions [LxWxH in mm]: 266 x 180 x 54,8

KEY FEATURES

Extreme reliability, Oring FET,
current sharing & hold-up time
options

Railway version available

EN45545

Y ire &smoke
WARRANTY

RAILWAY

24VIN 14.4V ... 30V 36 VIN 21.6V ... 45V 48 VIN 28.8V ... 60V

CRS-500

C€E /o

72VIN 43.2V... 90V

110 VIN 66V... 144V

CRS-500-6455 CRS-500-6467 CRS-500-6458

CRS-500-6461

CRS-500-6464

24Vout
500W 500W 500W 500W
48Vout CRS-500-6456 CRS-500-6468 CRS-500-6459 CRS-500-6462 CRS-500-6465
lou
500W 500W 500W 500W
CRS-500-6457
110Vout 500W Available upon request Available upon request Available upon request Available upon request
\l/ Datasheet
available
1000W DC/DC CONVERTERS
- Power [W] 1000 KEY FEATURES

Input Voltage Range [V] 14.4 - 144
Output Voltage Range [V] 21.6 - 126.4

.iﬁ d .
-
= ;- . Cooling: Natural convection, Conduction, Internal

forced air
J Dimensions [LxWxH in mm]: 266 x 180 x 54,8

Extreme reliability, Oring FET,
current sharing & hold-up time
options

Railway version available

EN45545

YEAR
WARRANTY| fire &smoke

raittway ENSO0155

CRS-1000

24VIN 14.4V ... 30V 36VIN 21.6V ... 45V 48 VIN 28.8V ... 60V

C€ ross

72VIN 43.2V...

110 VIN 66V... 144V

CRS-1000-6475 CRS-1000-6487 CRS-1000-6478

CRS-1000-6481

CRS-1000-6484

24Vout
1000W 1000W 1000W 1000W 1000W
Py CRS-1000-6476 CRS-1000-6488 CRS-1000-6479 CRS-1000-6482 CRS-1000-6485
ou
1000W 1000W 1000W 1000W 1000W
CRS-1000-6490 CRS-1000-6491 . . .
72Vout Available upon request Available upon request Available upon request
1000W 1000W
CRS-1000-6492 i . } CRS-1000-6493
110Vout Available upon request Available upon request Available upon request
1000W 1000W
11
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=i HIELE.

YOUR CONNECTION TO SAFETY

POWER SUPPLIES EQUIPMENT AND SYSTEMS
DC/AC INVERTERS

\l/ Datasheet
available

INDUSTRIAL & RAILWAY 260VA DC/AC INVERTERS

Power [W] 180 - 220

Input Voltage Range [V] 9.5 - 138

Output Voltage Range [V] 144 - 241.5
Cooling: Natural convection

Dimensions [LxWxH in mm]: 100 x 220 x 40

KEY FEATURES
Extreme reliability
Sine wave output voltage

Railway version available

WARRANTY| fire &smoke

EN50155

RAILWAY

0CS-260

12VDC9.5...15V 24VDC 16.8...30V  36VDC25.2..45V  48VDC33.6... 60V

0Cs-260-7041
180W

0CS-260-7043
200W

0CS-260-7044
220W

0CS-260-7045
220W

120Vac

0Cs-260-7031
180W

0CS-260-7033
200W

0CS-260-7034
220W

0CS-260-7035
220W

230Vac

U[9L « Bueuxoeg 2ZGTL-A » 92 BIBQUISM J8IBPIOA « DM BBIYL

72VvDC 504 ... 90V

0CS-260-7046

0CS-260-7036

CE o

110VDC 77 ... 138V

0CS-260-7047

220W 220W

0CS-260-7037

220W 220W

\l/ Datasheet
available

INDUSTRIAL & RAILWAY 450-750W DC/AC INVERTERS

Power [W] 450 - 750

Input Voltage Range [V] 9.5 - 138

Qutput Voltage Range [V] 0 - 230

Cooling: Internal forced air

Dimensions [LxWxH in mm]: 130 x 270 x 50

KEY FEATURES
High Power density

Sine wave output voltage

Railway version available

— A EN501 55 fire& smoke

12vDC9.5...15V 24VDC 16.8 ... 30V 36VDC25.2...45V  48VDC33.6... 60V

ODS-750

ODS-750-7281 ODS-750-7283 ODS-750-7284 ODS-750-7285

ap B)-a[81yrMmm « 8p*Bx-a181YIB 04Ul « 6T-095E T6TL(0) 617+ "X€d « 0-095€ T6TL(0) 677+

72VDC 504 ... 90V

0ODS-750-7286

CE o

110VDC 77 ... 138V

ODS-750-7287

120Vac
450W 750W 750W 750W 750W 750W
Py ODS-750-7271 ODS-750-7273 ODS-750-7274 ODS-750-7275 ODS-750-7276 ODS-750-7277
o 450W 750W 750W 750W 750W 750W
12
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=i HIELE.

YOUR CONNECTION TO SAFETY

=

POWER SUPPLIES EQUIPMENT AND SYSTEMS
DC/AC INVERTERS

\l/ Datasheet
available

INDUSTRIAL & RAILWAY 1500VA DC/AC INVERTERS

c Power [W] 1200 - 1500 KEY FEATURES
_ Very High Power density,
=gt : Input Voltage Range [V] 10 - 138 Configweable power

Output Voltage Range [V] O - 230

Sine wave output voltage

L Cooling: Internal forced air Railway version available

Dimensions [LxWxH in mm]: 360,48 x 161,6 x 65,6

: EN45545
EN50155 & 9™ 3 ‘/ RoHs g Tool

ODS-1500 12vDC 10... 15V 24VDC16.8..30V  36VDC25.2..45V  48VDC33.6...60V 72VDC 504 ... 90V 110VDC 77 ... 138V

120V ODS-1500-7121 ODS-1500-7123 ODS-1500-7124 ODS-1500-7125 ODS-1500-7126 ODS-1500-7127
ac
1200W 1500W 1500W 1500W 1500W 1500W
230V ODS-1500-7111 ODS-1500-7113 ODS-1500-7114 ODS-1500-7115 ODS-1500-7116 ODS-1500-7117
ac
1200W 1500W 1500W 1500W 1500W 1500W

\l/ Datasheet
available

INDUSTRIAL & RAILWAY 3000VA DC/AC INVERTERS

= Power [W] 2400 - 3000 KEY FEATURES
Input Voltage Range [V] 16.8 - 138 Very High Power density,
Configurable power
Output Voltage Range [V] O - 230
Cooling: Internal forced air
Dimensions [LXWxH in mm]: 386,9 x 193,9 x 78,5

B EN45545 PA
EN50155 %97 ce ‘/RR?A'?HS @Tﬂd

Sine wave output voltage

Railway version available

ODS-3000 24vDC168..30V  36VDC252..45V  48VDC336..60V  72VDC504..90V  110VDC77..138V 110VDC77..138V

120V ODS-3000-7163 ODS-3000-7164 ODS-3000-7165 ODS-3000-7166 ODS-3000-7167 ODS-3000-167
ac
2400W 2500W 2500W 2500W 2500W 2500W
230V, ODS-3000-7153 ODS-3000-7154 ODS-3000-7155 ODS-3000-7156 ODS-3000-7157 ODS-3000-7177
ac
2400W 3000W 3000W 3000W 3000W 4000W
13
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3ph 1300VA DC/AC INVERTERS

=i HIELE.

YOUR CONNECTION TO SAFETY

POWER SUPPLIES EQUIPMENT AND SYSTEMS

DC/AC INVERTERS

\l/ Datasheet
available

Power [W] 1100

Input Voltage Range [V] 16.8 - 140
Output Voltage Range [V] O - 400
Cooling: Internal forced air

KEY FEATURES

Very High Power density,
Configurable power & Soft start

Sine wave output voltage

ODX-1300

24VDC 16.8 ... 30V 72VDC 50 ... 90V

ODX-1300-7442 ODX-1300-7445

h Dimensions [LxXWxH in mm]: 315 x 178 x 66,5 Railway version available
EN45545
fire & smoke
AL ENS0155 ors g9 Tool

110VDC 77 ... 140V

ODX-1300-7447

U[9L « Bueuxoeg 2ZGTL-A » 92 BIBQUISM J8IBPIOA « DM BBIYL

Input Voltage Range [V] 16.8 - 138
s Output Voltage Range [V] O - 400
Cooling: Internal forced air
Dimensions [LxWxH in mm]: 392,87 x 220 x 80,5

250Vac
1100W 1100W 1100W
ODX-1300-7452 ODX-1300-7455 ODX-1300-7457
400Vac
1100W 1100W 1100W
\l/ Datasheet
available
3ph 3000VA DC/AC INVERTERS
Power [W] 2400 - 3000 KEY FEATURES

Very High Power density,
Configurable power & Soft start

Sine wave output voltage
Railway version available

YEAR ENGL5545
WARRANTY| fire & smoke

EN50155

RAILWAY

24VDC 16.8 ... 30V 36 VDC 25.2...45V 48VDC 33.6 ... 60V

ODX-3000

ODX-3000-7413

ap B)-a[81yrMmm « 8p*Bx-a181YIB 04Ul « 6T-095E T6TL(0) 617+ "X€d « 0-095€ T6TL(0) 677+

72VDC 504 ... 90V

CE /o fTool

110VDC 77 ... 138V

ODX-3000-7417

230Vac Available upon request Available upon request Available upon request
2400W 3000W
T ODX-3000-7403 ODX-3000-7404 ODX-3000-7405 ODX-3000-7406 ODX-3000-7407
¢ 2400W 3000W 3000W 3000W 3000W
14
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POWER SUPPLIES EQUIPMENT AND SYSTEMS

DC/AC INVERTERS

ODX-4500

72VDC 50 ... 90V

3ph 4500VA DC/AC INVERTERS

=i HIELE.

YOUR CONNECTION TO SAFETY

=

\l/ Datasheet
available

Power [W] 4000

Input Voltage Range [V] 50.4 - 138

Output Voltage Range [V] O - 400

Cooling: Internal forced air

Dimensions [LxWxH in mm]: 392,87 x 220 x 80,5

KEY FEATURES

Very High Power density,
Configurable power & Soft start

Sine wave output voltage

Railway version available

WARRANTY fire &smoke

EN50155

RAILWAY

110VDC70... 125V

CE /o PTool

-
110VDC 77 ... 138V

400Vac

ODX-4500-7425

4000W

24VDC 16.8 ... 30V

ODX-4500-7426
4000W

3ph 6000VA DC/AC INVERTERS

ODX-4500-7427
4000W

\l/ Datasheet
available

Power [W] 4500 - 6000

Input Voltage Range [V] 16.8 - 138

Output Voltage Range [V] O - 400

Cooling: Internal forced air

Dimensions [LxWxH in mm]: 455,44 x 260 x 84,8

KEY FEATURES

Very High Power density,
Configurable power & Soft start

Sine wave output voltage

Railway version available

YEAR ENGL5545
WARRANTY| fire & smoke

EN50155

RAILWAY

48 VDC 33.6 ... 60V

72VDC 504 ... 90V

CE /7o PpTod

110VDC 77 ... 138V

400Vac

klick to = HIELE.
www

YOUR CONNECTION TO SAFET)

ODX-6000-7503
4500W

klick to ?HIELE

YOUR CONNECTION TO SAFET)

ODX-6000-7505

ODX-6000-7506

ODX-6000-7507

6000W 6000W 6000W
15
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Premiu

100W AC/DC UPS BATTERY CHARGER

=i HIELE.

YOUR CONNECTION TO SAFETY

POWER SUPPLIES EQUIPMENT AND SYSTEMS

AC/DC UPS

\l/ Datasheet
available

Power [W] 100 KEY FEATURES

Input Voltage Range [V] 88 - 264

Output Voltage Range [V] 12 -57.6
Cooling: Natural convection

Dimensions [LxXWxH in mm]: 100 x 160 x 45

High reliability
Discharged battery cut off

CE o

BATTERY BATTERY CHARGING CHARGING

NOMINAL MAXIMUM  MAXIMUM

FLOATING CUT OFF CURRENT CURRENT

VOLTAGE VOLTAGE POWER

VOLTAGE VOLTAGE SELECTION 11 SELECTION 12

CHARGING CHARGING
CURRENT CURRENT
SELECTION I3 SELECTION 14

ECS-100-5173

ECS-100-5177

ECS-100-5179

12v 7.35A
24V 3.68A
48V 1.84A

100W 13.6V 1ov 1.0A 1.2A
100W 27.2V 20V 0.5A 0.6A
100W 54.4V 40V 0.22A 0.3A

200W AC/DC UPS BATTERY CHARGER

24A 4.8A
1.2A 2.4A
0.6A 1.2A

\l/ Datasheet
available

Power [W] 200 - 230 KEY FEATURES

Input Voltage Range [V] +20%

High reliability

Output Voltage Range [V] 12 -57.6
Cooling: Natural convection
Dimensions [LxWxH in mm]: 100 x 220 x 45

Discharged battery cut off

CE o

BATTERY BATTERY CHARGING CHARGING

NOMINAL MAXIMUM  MAXIMUM

FLOATING CUT OFF CURRENT CURRENT

VOLTAGE VOLTAGE POWER

VOLTAGE VOLTAGE SELECTION 11 SELECTION 12

CHARGING CHARGING
CURRENT CURRENT
SELECTION I3 SELECTION 14

ECS-200-5183

ECS-200-5187

ECS-200-5189

16

klick to = HIELE.
www

YOUR CONNECTION TO SAFET)

12v 14.7A
24V 8.3A
48V 4.2A

klick to ?HIELE

YOUR CONNECTION TO SAFET)

200W 13.6V 1ov 2.0A 2.4A
225W 27.2V 20V 1.0A 1.2A
230W 54.4v 40v 0.44A 0.6A

\k/li/%\t/(\)/ ?HIELE klick to ?H[ELE

YOUR CONNECTION TO SAFET! YOUR CONNECTION TO SAFET)

4.8A 9.6A
24A 4.8A
1.2A 2.4A

klick to ?H[ELE

YOUR CONNECTION TO SAFET)
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YOUR CONNECTION TO SAFETY

POWER SUPPLIES EQUIPMENT AND SYSTEMS
AC/DC UPS

Premiu
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\l/ Datasheet
available

120W SMART UPS BATTERY CHARGER

vs 0. RamIN

Power [W] 120

Input Voltage Range [V] 184 - 265

Qutput Voltage Range [V] 0 - 57.6

Cooling: Natural convection

Dimensions [LxWxH in mm]: 247 x 115 x 115

CE o

KEY FEATURES

Ethernet network controlled,
Battery test, Temperature sensor,
10kV 1/0 isolation

Especially designed for loT
applications

EPS-120 OUT-1 TOTAL POWER PEAK POWER BATTERY INPUT ISOLATION HOUSING
NP0719 48V / 3A 4.6Apk 120W 180W 48V 10000 Vrms Plastic case
\l/ Datasheet
available
200W SMART UPS BATTERY CHARGER
Power [W] 200 KEY FEATURES

Input Voltage Range [V] 184 - 265

QOutput Voltage Range [V] 0 - 57.6

Cooling: Natural convection

Dimensions [LxWxH in mm]: 247 x 115 x 115

CE o

PEAK POWER

Ethernet network controlled,
Battery test, Temperature sensor,
10kV 1/0 isolation

Especially designed for loT
applications

U[9L « Bueuxoeg 2ZGTL-A » 92 BIBQUISM J8IBPIOA « DM BBIYL

OuUT-1 TOTAL POWER BATTERY INPUT ISOLATION HOUSING

EPS-200

NP0716 48V / 5.2A 10.3Apk 200W 400W 48V 10000 Vrms Plastic case

\l/ Datasheet
available

150W 3 OUTPUTS SMART UPS BATTERY CHARGER

Power [W] 150 KEY FEATURES
Input Voltage Range [V] 184 - 265
Output Voltage Range [V] 0 - 57.6
Cooling: Natural convection

Dimensions [LxWxH in mm]: 265,5 x 115 x 90,2

C€E o

Ethernet network controlled,
Battery test, Temperature sensor,
10kV 1/0 isolation

Especially designed for loT
applications
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EDT-150
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NP0715 25Apk 5.24.6Apk 0.83Apk 150W 250W 3000 Vrms Aluminium case
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YOUR CONNECTION TO SAFETY

POWER SUPPLIES EQUIPMENT AND SYSTEMS
CUSTOM-MADE SOLUTIONS

MASSGESCHNEIDERTE LOSUNGEN

Wenn unsere Standardproduktpalette nicht den Spezifikationen eines Projekts entspricht, konnen wir sie
modifizieren oder an einer véllig neuen Lésung arbeiten.

Wir entwerfen, montieren und Uberpriifen Prototypen in unserem Forschungs- und Entwicklungszentrum in
Barcelona. Dort arbeitet das Engineering-Team auch an der Neugestaltung und den Produktmodifikationen,
um sie an die genauen Anforderungen jedes Projekts anzupassen und das beste Preis-Leistungs-Verhaltnis zu
erzielen. Unsere Wissensbasis ermoglicht es uns, ein Produkt von Grund auf neu zu entwickeln, und tber 35
Jahre Erfahrung erméglichen es uns, dies schnell zu tun.

Leistung von 50W bis 50 kVA (sehr hohe Leistungsdichte, Hochfrequenz)

Wirkungsgrade bis zu 95%

Eingangsspannungen bis 460 VAC (1... 3 Ph) und 1500 VDC | Ausgangsspannungen bis 440Vac (1... 3-Ph) und 750Vdc
Mehrere und breite Eingangs- und Ausgangsspannungen

Bis zu IP68

Hohe Betriebstemperaturen (-40° ... 85°)

10kV Isolation (Spannungsspitzen von + 20kV 1,2 / 50us)

RS232, RS485, 12C, Modbus, CANbus, Ethernet, eingebetteter Webserver, Profibus usw.
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Thiele KG
Vorderer Weinberg 26
D-71522 Backnang

tel | +49 7191 35600
email | info@thiele-kg.de
web | thiele-kg.de
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